
EXHAUST NOZZLE

Technical data
Application...............

Rec. exhaust pipe  
dimension.................  
Hose dimension........ 
Temperature  
reistance...................  
Weight...................... 
Material recycling.....  
Material....................

Exhaust Nozzle 
with internal attachment
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Normal position of the 
nozzle pliers for enclosed 
exhaust pipes

Normal position of the 
nozzle pliers for protruding 
exhaust pipes

nozzle pliers

enclosed exhaust pipe

nozzle pliers

protruded 
exhaust pipe

Changing the position  
of the nozzle pliers 
1. Hold the nozzle in an upright position. 
2. Push the button.  
N.B. Don’t press the handle. 
3. Pull the linkage:  
a) slightly downwards  
b) outwards  
c) upwards or downwards for new  
position of the nozzle pliers. 

For stationary vehicles. 
Must not be used for 
vehicles in motion.  

50 - 65 mm dia.  
100 mm (4") dia.  
 
/÷Ďÿăċă ˼̃˻ ǂ%  
2,2 kg  
100 weight-%  
Polyamide, steel 
EPDM-rubber, 

If possible and no matter what type 
of exhaust pipe, try to fit the nozzle 
with the pliers in the outer position. If 
the nozzle not comes the coachwork 
near enough for efficient capturing of 
the exhaust gases, the pliers must be 
adjusted to the inner position.
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EXHAUST NOZZLE

SAFETY REGULATIONS!  
WARNING! Risk of personal  
injuries and/or product damages!  
• The nozzle is designed for use only with stationary  
vehices. When the nozzle has been connected to the exhaust  
pipe, the vehicle must not be moved. 
Ƿ %þûùā Ċþ÷Ċ ĊþûĈû ÿĉ ûĄąċýþ ĉċùĊÿąĄ ù÷Ć÷ùÿĊď ÿĄ Ċþû ûĎþ÷ċĉĊ þąĉû 
before the nozzle is connected to the exhaust pipe and the engine 
is started. If not, check the fan impeller rotation direction and/or 
damper function in the duct system. If necessary check installation 
of fan start switch. 
• Risk of high temperatures! Avoid contact with the nozzle pliers.

Nederman is represented in:
#ċĉĊĈ÷Ăÿ÷Ǒ #ċĉĊĈÿ÷Ǒ $÷þĈ÷ÿĄǑ $ûĂýÿċăǑ $Ĉ÷ĐÿĂǑ $ċĂý÷Ĉÿ÷Ǒ %÷Ą÷ú÷Ǒ %þÿĄ÷Ǒ Ċþû %Đûùþ 4ûĆċøĂÿùǑ %ďĆĈċĉǑ &ûĄă÷ĈāǑ 'ýďĆĊǑ 'ĉĊąĄÿ÷Ǒ (ÿĄĂ÷ĄúǑ (Ĉ÷ĄùûǑ )ûĈă÷ĄďǑ 
)ĈûûùûǑ *ąĄý -ąĄýǑ *ċĄý÷ĈďǑ +ùûĂ÷ĄúǑ +Ąúÿ÷Ǒ +Ĉ÷ĄǑ +ĈûĂ÷ĄúǑ +Ċ÷ĂďǑ ,÷Ć÷ĄǑ -ąĈû÷Ǒ .÷ĊČÿ÷Ǒ .ÿĊþċ÷Ąÿ÷Ǒ /÷Ă÷ďĉÿ÷Ǒ Ċþû 0ûĊþûĈĂ÷ĄúĉǑ 0ąĈč÷ďǑ 2þÿĂÿĆĆÿĄûĉǑ 2ąĂ÷ĄúǑ 
2ąĈĊċý÷ĂǑ 4ąă÷Ąÿ÷Ǒ 4ċĉĉÿ÷Ǒ 5÷ċúÿ #Ĉ÷øÿ÷Ǒ 5ûĈøÿ÷ Ƴ /ąĄĊûĄûýĈąǑ 5ÿĄý÷ĆąĈûǑ 5ĂąČûĄÿ÷Ǒ 5ąċĊþ #üĈÿù÷Ǒ 5Ć÷ÿĄǑ 5čûúûĄǑ 5čÿĊĐûĈĂ÷ĄúǑ 6÷ÿč÷Ą 4ǔ1ǔ%ǔǑ 6þ÷ÿĂ÷ĄúǑ 
6ċĈāûďǑ 7ĄÿĊûú #Ĉ÷ø 'ăÿĈ÷ĊûĉǑ 7ĄÿĊûú -ÿĄýúąăǑ 75#ǔ
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IMPORTANT!  
If the Exhaust Extraction  
System is equipped with 
a balancer for lifting  
the exhaust hose, it is 
recommended that the 
ratchet mechanism on 
the balancer is engaged 
when controlling the 
nozzle.

One-hand control

Make sure the nozzle pliers  
come inside the exhaust pipe. 
Fasten the nozzle by pressing the 
handle. Don’t push the button.

Disconnect 
the nozzle by 
pushing the 
button.
Don’t press 
the handle.

Try to fit the nozzle with the pliers  
in the outer position. If the nozzle not  
comes the coachwork near enough for  
efficient capturing of the exhaust gases, the pliers must 
be adjusted to the inner position. See previous page.


